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the records covered by paragraph (a) of
this section, except that the purchaser
may allow the seller to keep physical
custody of such records. However, cus-
tody of records by the seller does not
relieve the purchaser of its responsibil-
ity under § 135.439(c) to make the
records available for inspection by the
Administrator or any representative of
the National Transportation Safety
Board.

§ 135.443 Airworthiness release or air-
craft maintenance log entry.

(a) No certificate holder may operate
an aircraft after maintenance, preven-
tive maintenance, or alterations are
performed on the aircraft unless the
certificate holder prepares, or causes
the person with whom the certificate
holder arranges for the performance of
the maintenance, preventive mainte-
nance, or alterations, to prepare—

(1) An airworthiness release; or
(2) An appropriate entry in the air-

craft maintenance log.
(b) The airworthiness release or log

entry required by paragraph (a) of this
section must—

(1) Be prepared in accordance with
the procedure in the certificate hold-
er’s manual;

(2) Include a certification that—
(i) The work was performed in ac-

cordance with the requirements of the
certificate holder’s manual;

(ii) All items required to be inspected
were inspected by an authorized person
who determined that the work was sat-
isfactorily completed;

(iii) No known condition exists that
would make the aircraft unairworthy;

(iv) So far as the work performed is
concerned, the aircraft is in condition
for safe operation; and

(3) Be signed by an authorized certifi-
cated mechanic or repairman, except
that a certificated repairman may sign
the release or entry only for the work
for which that person is employed and
for which that person is certificated.

Notwithstanding paragraph (b)(3) of
this section, after maintenance, pre-
ventive maintenance, or alterations
performed by a repair station certifi-
cated under the provisions of subpart C
of part 145, the airworthiness release or
log entry required by paragraph (a) of

this section may be signed by a person
authorized by that repair station.

(c) Instead of restating each of the
conditions of the certification required
by paragraph (b) of this section, the
certificate holder may state in its
manual that the signature of an au-
thorized certificated mechanic or re-
pairman constitutes that certification.

[Doc. No. 16097, 43 FR 46783, Oct. 10, 1978, as
amended by Amdt. 135–29, 53 FR 47375, Nov.
22, 1988]

APPENDIX A TO PART 135—ADDITIONAL
AIRWORTHINESS STANDARDS FOR 10
OR MORE PASSENGER AIRPLANES

Applicability

1. Applicability. This appendix prescribes
the additional airworthiness standards re-
quired by § 135.169.

2. References. Unless otherwise provided,
references in this appendix to specific sec-
tions of part 23 of the Federal Aviation Reg-
ulations (FAR part 23) are to those sections
of part 23 in effect on March 30, 1967.

Flight Requirements

3. General. Compliance must be shown with
the applicable requirements of subpart B of
FAR part 23, as supplemented or modified in
§§ 4 through 10.

Performance

4. General. (a) Unless otherwise prescribed
in this appendix, compliance with each appli-
cable performance requirement in sections 4
through 7 must be shown for ambient atmos-
pheric conditions and still air.

(b) The performance must correspond to
the propulsive thrust available under the
particular ambient atmospheric conditions
and the particular flight condition. The
available propulsive thrust must correspond
to engine power or thrust, not exceeding the
approved power or thrust less—

(1) Installation losses; and
(2) The power or equivalent thrust ab-

sorbed by the accessories and services appro-
priate to the particular ambient atmospheric
conditions and the particular flight condi-
tion.

(c) Unless otherwise prescribed in this ap-
pendix, the applicant must select the take-
off, en route, and landing configurations for
the airplane.

(d) The airplane configuration may vary
with weight, altitude, and temperature, to
the extent they are compatible with the op-
erating procedures required by paragraph (e)
of this section.
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